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THE DOORS FROM THE
ALU-TECHTM SERIES

Solid, durable, efficient
and stylish doors.
Indotech’s ALU-TECH sectional doors are superior
quality, custom-made aluminum doors. The door’s
tubular frame is made of high-quality aluminum alloy
making it ideal for fast-paced, heavy-duty industries
such as service stations, car washes and municipal
garages. These doors are recognized for their
durability, efficiency and style.

ALU-TECH PROTM
These durable and reliable sectional doors can be
equipped with aluminum panels or with industrialcommercial glazing. So versatile, they are ideal for
industrial, commercial and residential applications. The
vast choice of colors and styles will complement the
architectural designs of restaurants and condo projects.
The high-quality manufacturing of the door will guarantee
frequent use with minimal maintenance.

ALU-TECH ULTRATM
The ALU-TECH is our largest, fastest and most durable
tubular-framed sectional aluminum door. Furthermore,
Indotech is the only manufacturer to build sectional doors
up to 30 feet wide. This door is designed to meet the needs
of heavy-duty commercial and transport industries such
as bus terminals and municipal garages. The ULTRA is also
ideal for businesses that require a door that can meet high
usage needs.
The ULTRA door also offers a vast section of panels,
colors, glazing and insulation to ensure a perfect fit in any
environment.

THE DOORS FROM THE
ALU-TECHTM SERIES

The manufacturing of an industrial door
must balance the architectural demands
with structural quality, which in turn allows
us to create unique and innovative designs.
Whether the door is made of rubber, steel
or aluminum, it must always be easy to use,
safe and durable. These quality standards
are an integral part of Indotech.

LEED® Certification
LEED® Canada-NC & CS 2009
Summary Table

Category

SS

Prerequisite

Potential Contribution of the

Potential Contribution of the

8’ X 8’ and 14’ x 14’ doors from
INDOTECH INDUSTRIAL DOORS INC.

8’ X 8’ and 14’ x 14’ doors from
INDOTECH INDUSTRIAL DOORS INC.

Potential Contribution

Potential Contribution

ALU-TECH PROTM

Credits Points

LEED Canada-NC 2009

LEED Canada-CS 2009

ALU-TECH ULTRATM

LEED Canada-NC 2009 LEED Canada-CS 2009

Sustainable Sites

1

8

26

0 point

0 point

0 point

0 point

WE Water Efficiency

1

3

10

0 point

0 point

0 point

0 point

3

6

35

19 points

21 points

19 points

21 points

1

7

14

6 points

5 points

6 pointS

5 points

IEQ Environmental

2

8

15

0 point

0 point

0 point

0 point

ID

Innovation and
Design

0

2

5

0 point

0 point

0 point

0 point

RP

Regional Priority

0

2

4

3 points

3 points

3 points

3 points

8

36

110

Up to 28 points

Up to 29 points

Up to 28 points

Up to 29 points

EA

Energy and
Atmosphere
Materials and

MR Resources
Indoor

Quality

Total

* It is important to consider that the total amount of possible points reflects the number of achievable points in each credit category. The product by itself cannot achieve
this score, as defined above, but is considered as a beneficial element to achieve LEED® credits.

A manufacturer of industrial doors since 1990, Indotech has the experience and
knowledge required to offer exceptional service. Determined to maintain very
high quality standards, our team innovates and develops products that are at
the cutting edge of technology and that answer the performance and security
requirements of today’s industries. Recognized throughout the industry, Indotech
always provides high-quality service while its products are built to last from design
to delivery.

ALU-TECH PRO

ALU-TECH ULTRA

Specifications

Specifications

Sections

Sections

TM

TM

The sections of the door are 44 mm (1-3/4")
thick and made from high-quality tempered
aluminum alloy extrusions (6063-T6). The
extrusion walls vary between 1.75mm
(5/64") and 2.30 mm (3/32"). No welding
or self-tapping screw is required.

The sections of the door are 50.8 mm (2") thick and made from
high-quality tempered aluminum alloy extrusions (6063-T6).
The minimal thickness of the extrusions are 3.2 mm (1/8") and
extremely durable. No welding or self-tapping screw is required.

Panels

Panels

Panels are composed of aluminum sheets with a “stucco”
pattern wrapped in a PVC U-shaped sheath and held in place
with high density PVC mouldings.

Glazing

Glazing is secured by a rigid high density PVC moulding.
Single glazings are 3.2 mm (1/8") thick and double glazings
(thermos) are 16 mm (5/8") thick. Acrylic or polycarbonate
glazings of different colors are also available (please consult
our chart).

Finish

Glazing

Glazing is secured by a rigid high density PVC moulding.
Single glazings are 3.2 mm (1/8") thick and double glazings
(thermos) are 16 mm (5/8") thick. Acrylic or polycarbonate
glazings of different colors are also available (please consult
our chart).

Finish

Aluminum surfaces are anodized in accordance to norm
204-R-1 for a smooth and clear finish.

Aluminum surfaces are anodized in
accordance to norm 204-R-1 for a
smooth and clear finish.

Special Finishes

In order to ensure the best color for your design and
architectural needs, a variety of color finishes is available
(please consult our charts).

Special Finishes

In order to ensure the best color for
your design and architectural needs,
a variety of color finishes is available
(please consult our charts).

Weatherstripping

The bottom horizontal rail is equipped with a U-shaped PVC
which firmly seals the door to protect in all weather conditions.

The bottom horizontal rail is equipped with a U-shaped PVC
which firmly seals the door to protect in all weather conditions.
All horizontal rails are reinforced with integrated aluminum
T-struts and reinforcing fins when necessary (steel rebars
cannot be used on aluminum surfaces).

Reinforcement

All horizontal rails are reinforced with integrated aluminum
T-struts and reinforcing fins. All stiles and rails are reinforced
by 6 mm (1/4") through-rods. This combination creates an
exceptionally solid door that will perform in the harshest
conditions and require minimal maintenance.
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As part of its ongoing commitment to research and development, Indotech keeps the right to modify and improve its products without notice.
Technical drawings and scope statements available upon request.
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Weatherstripping
Reinforcement

Panels are composed of aluminum sheets with a “stucco”
pattern wrapped in a PVC U-shaped sheath and held in place
with high density PVC mouldings. Extremely durable, the
panels are 50.8 mm (2") thick.

